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Nitocote® SN508 Creme 
Penetrating iso-octyltriethoxysilane, thixotropic creme, protective treatment for concrete
1.00	Penetrating Protective Treatment

1.10	Concrete Surface Preparation 

1.11	All surfaces to receive the penetrating protective treatment should be dry and free from debris, loose or 	flaking material and areas of standing water. Surfaces must be free from contamination such as oil, 	grease, dust, loose particles and organic growth. Concrete surfaces must be fully cured, laitance free 	and free 	from any traces of shuttering, release oils and curing compounds. 

1.20	Penetrating Surface Treatment
1.21	The penetrating protective treatment shall comprise a single component, thixotropic, iso-	octyltriethoxysilane system which penetrates deeply into porous concrete and reacts to produce a 	bonded hydrophobic lining to the substrate pores.
	The surface treatment shall exhibit the following characteristics:
	
	Specific gravity: 
	0.9 @ 25°C

	Active component:
	Iso-Octyltriethoxysilane

	Concentration:
	80%

	pH value:
	8

	VOC content:
	9g / litre


. 
1.22	The protective treatment is to be applied in one or two coats until the recommended total application 	rate of 0.25 to 0.44 litres / m2 is achieved (depending on the absorbency of the substrate).

1.23	The treatment shall be applied in accordance with the manufacturer’s product data sheet.
[bookmark: _GoBack]1.30	Fosroc Nitocote SN508 Creme meets the performance criteria and is approved.Mar-07
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Disclaimer
A Technical Data Sheet (TDS) is available from the Fosroc website. Read the TDS carefully prior to use as application or performance data may change from time to time.
This Specification is based on the information available at the time. You should read the TDS carefully and consider the information in the context of how the product will be used, including in conjunction with any other product and the type of surfaces to, and the manner in which, the product will be applied. Our responsibility for products sold is subject to our standard terms and conditions of sale. Parchem does not accept any liability either directly or indirectly for any losses suffered in connection with the use or application of the product whether or not in accordance with any advice, specification, recommendation or information given by it.Parchem Construction Supplies Pty Ltd
1956 Dandenong Rd Clayton VIC 3168
Ph: 1800 812 864
www.fosroc.com.au                   ABN 80 069 961 968
Distributed in New Zealand by: Concrete Plus Ltd
150 Hutt Park Road Gracefield       Ph: 0800 657 156 
www.fosroc.co.nz	    NZBN 9429033691282

[image: ]*Manufactured and sold under license from Fosroc International Limited. Fosroc, Nitocote and the Fosroc logo are trademarks of Fosroc International Limited, used under license. 
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